
 Calibration of DUO Dectectors - R541e-Includes Cascade Summing

Detector 0 Detector 1 Detector 2

Energy Efficiency Error Energy Efficiency Error Energy Efficiency Error

46.5 1.55E-01 3.51E-03

59.54 1.68E-01 2.70E-03 59.54 3.61E-04 1.05E-05

88.04 1.67E-01 2.52E-03 88.04 5.03E-02 7.60E-04

122.06 1.39E-01 2.09E-03 122.06 1.59E-03 8.77E-05 122.06 1.55E-01 2.33E-03

158.99 1.15E-01 1.73E-03 158.99 5.62E-03 1.93E-04 158.99 1.72E-01 2.58E-03

320.1 7.52E-02 1.19E-03 320.1 1.24E-02 3.19E-04 320.1 1.11E-01 1.77E-03

391.69 4.75E-02 7.23E-04 391.69 1.26E-02 1.95E-04 391.69 9.66E-02 1.45E-03

514 3.50E-02 5.51E-04 514 1.43E-02 2.19E-04 514 8.80E-02 1.32E-03

661.64 2.62E-02 3.94E-04 661.64 1.15E-02 1.74E-04 661.64 7.47E-02 1.12E-03

898.02 1.77E-02 8.87E-04 898.02 1.02E-02 5.10E-04 898.02 5.09E-02 7.64E-04

1173.2 1.46E-02 7.30E-04 1173.21 9.45E-03 4.73E-04 1173.21 4.28E-02 6.42E-04

1332.5 1.31E-02 6.54E-04 1332.46 8.92E-03 4.46E-04 1332.46 3.95E-02 5.93E-04

1836 9.00E-03 4.50E-04 1836.01 7.69E-03 3.84E-04 1836.01 3.07E-02 4.61E-04
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